RED-WHITE VALVE CORP.

236ABIN

DZR LEAD FREE BRASS THREADED ENDS SWING CHECK VALVE

Feature

125WSP / 300 PSI
DZR lead free brass body

DZR lead free brass disc c us
FNPT x FNPT NSF/ANSI/CAN
Threaded ends (ASME B1.20.1-NPT) oLl
Swing Check

PTFE seat gasket Dz R
“Y” Pattern | Dezincification |
MSS-SP-139 Resistant

NSF/ANSI/CAN 61 & 372 certified

Working Conditions:
300PSI from 15°F - 160°F
125PSI max at 344°F

Meets BAA requirements

Material
Part Material Specification
1 Body Brass UNS C85660 (DZR AB)
2 Retaining Disk Brass ASTM B927 C27453 (DZR AB)
3 Gasket PTFE PTFE NSF Approved
4 Nut Stainless Steel Stainless Steel AIS| 316
5 Stem Brass ASTM B927 C27450 (AB)
6 Screw Brass ASTM B927 C27450 (AB)
7 Gasket PTFE Modified PTFE NSF Approved
8 Cap Brass ASTM B927 C27453 (DZR AB)
9 Disk Aluminum
Dimension
Size (in) | C(in) | A(in) | H(in) | P (in) | S (in) | Weight (Ib) °
1/2" 0.39 2.21 1.65 0.59 1.10 0.58
3/4" 0.51 2.76 1.97 0.75 1.34 0.93
1" 0.64 3.15 2.28 0.98 1.61 1.36
11/4" 0.66 3.78 2.71 1.26 1.97 217
11/2" 0.69 4.33 3.19 1.50 2.24 2.98
2" 0.73 5.04 3.86 1.97 2.76 4.83
— Q) A WARNING: THIS PRODUCT CAN EXPOSE YOU TO CHEMICALS INCLUDING LEAD, WHICH IS KNOWN TO THE STATE OF CALIFORNIA TO
CAUSE CANCER AND BIRTH DEFECTS OR OTHER REPRODUCTIVE HARM. FOR MORE INFORMATION GO TO WWW.P65WARNINGS.CA.GOV PG 1/1(260224)
BWV DRAWINGS, PHOTOS AND DATA ARE PROVIDED FOR INFORMATION ONLY AND SUBJECT TO CHANGE WITHOUT NOTICE. NO PART OF THIS DOCUMENT MAY BE REPRODUCED © 2026 RED-WHITE VALVE CORP. ALL RiGHTs RESERVED

COPIED, MODIFIED OR ADAPTED, WITHOUT THE PRIOR WRITTEN CONSENT OF THE COPYRIGHT OWNER, UNLESS OTHERWISE INDICATED.
THE DRINKING WATER ACT HAS DEFINED LEAD FREE AS HAVING THE AVERAGE WETTED SURFACE RATIO OF THE FIXTURE TO CONTAIN LESS THAN .25% OF LEAD PER VOLUME.



